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- URUN AGIRLIK HACIM (m3) ENERJI OL?nl:TI;ER

Product Welght (kg)  Volume (m3)  Power (W) Energy Dimensions
Patisserie Konveksiyon Firin Elekirikii/Elec-
FKEAP 4 Adet 40x60 Tepsi Kapasiteli 58 03 6,000 380\‘/','::_35'0'_‘2 80x74x50

+ Dis Kaplama Aisi 304 paslanmaz celik

- Cift tarafa déner c¢ift fazli pisirme

+ Nemlendirme Ozelligi

- Cift camhi (Temperli)

*Yerinden cikarilabilir 6ne devrilir menteseli kapakli
- Kapi acgildiginda cihazi durdurma 6zelligi

» Emniyet termostadl

+ Seramik yiinlii izolasyon

- i¢ aydinlatma

* Zaman saatli pigirme imkani

« Exterior Coating AISI 304 stainless steel

+ Dual-side rotary dual-phase cooking

« Humidification

* Double glass (tempered)

+ Removable hinged lid tilting forward

« Features stopping of the device when lid is opened
- Safety termostat - With ceramic wool insulation

* Inner lighthing

+ Timer for cooking




N AGIRLIK : . : OLGULER
KOD URUN HACIM (m3) | GU ENERJI
-_ (kg) -

Code Product Weight (kg)  Volume (m3)  Power (W) Energy Dimensions
Konveksiyon Firin, Elektrikli 6 Gn 1/1 Kap. / EloKiridl/Elac:
RKER Convection Oven Electrical 6 GN 1/1 Cap. 39 e, 2000 380:2'5_340,_,2 BoaT IRTS

ISR // & E1IL I B

+ Dis Kaplama Aisi1 304 paslanmaz celik

* Fanl Pigirme

* Nemlendirme

- Cift camhi (Temperli)

- ic cam acilabilir 6zellikte

- Kapi acildiginda cihazi durdurma ozelligi
» Emniyet termostadli

» Seramik yiinlii izolasyon

- i¢ aydinlatma

» Zaman saatli pigirme imkani

|| mnG

- Shell Aisi 304 stainless steel

* Fan cooking (convection)

» Humidification

* Double Glass

- Openable Inner Glass

+ Features stopping of the device when lid is opened
- Safety thermostat

» With ceramic wool insulation

* Inner lighthing

 Timer for cooking




s AGIRLIK ; - ; OLCULER
KOD RUN HACIM (m3) | GU ENERJI
(kg) -

Code Product Weight (kg) ~ Volume (m3) ~ Power (W) Energy Dimensions
Konveksiyon Firin, Elektrikli 10 Gn 2/1 veya .
20 Gn 1/1 Kap. {5 > ElekttnkizlElec— s
ERED Convection Oven Electrical 10 Gn 2/1 or 2 03 4000 380\;'30_50HZ et

20 Gn 1/1 Cap.

Konveksiyon Firin, Gazli 10 Gn 2/1 veya 20 Gn
1/1 kap.

Convection Oven Electrical 10 GN 2/1 or 20 Gn
1/1 Cap.

FKG 20 129 0,9 25,000 Gaz/Gas 107x87x98

* Dis Kaplama Aisi 304 paslanmaz celik

+ Fanl pisirme

* Nemlendirme

« Cift camli (Temperli)

- ig cam agilabilir 6zellikte

« Kapi acgildiginda cihazi durdurma 6zelligi
* Emniyet termostadli

* Seramik yiinlii izolasyon

. ) * I¢c aydinlatma

unG » Zaman saatli pisirme imkani
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+ Shell Aisi 304 stainless steel

» Fan cooking (convection)

* Humidification

» Double Glass

- Openable Inner Glass

* Features stopping of the device when lid is opened
- Safety termostat

» With ceramic wool insulation

* Inner lighthing

» Timer for cooking
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KOD URUN AGIRLIK [ )2 ci m3) | GUC (W) ENERJ SBEEEA,
(kg) (mm)

Code  Product Weight (kg) ~ Volume (m3) Power (W) Energy Dimensions
Konveksiyon Firin, Elektrikli 20 Gn 2/1 veya -
Dadlr e 210 16 8000 e 07GTXIT
ERE A0 Convection Oven Electrical 20 Gn 2/1 or 2 ’ 380&'53_—,0,_‘2 TS

40 Gn 1/1 Cap.

Konveksiyon Firin, Gazli 20 Gn 2/1 veya
40 Gn 1/1 Kap.

Convection Oven Electrical 20 Gn 2/1 or
40 Gn 1/1 Cap.

FKG 40 210 1,65 42,000 Gaz/Gas 107x87x175

GAZLI MODELLER EMNIYET VENTILLIDIR.
' IN

Tl ‘

» Dis Kaplama Aisi 304 paslanmaz celik

* Fanl pisirme - Nemlendirme

* Cift camli (Temperli)

* Ic cam acilabilir 6zellikte

- Kapi agildiginda cihazi durdurma 6zelligi
* Emniyet termostadli

+ Seramik yiinlii izolasyon

- i¢ aydinlatma

+ Zaman saatli pisirme imkani

- Shell Aisi 304 stainless steel

- Fan cooking (convection)

* Humidification

* Double Glass

- Openable Inner Glass

* Features stopping of the device when lid is opened
- Safety termostat

» With ceramic wool insulation

* Inner lighthing

 Timer for cooking




* Konveksiyon firinlar, elektrikli
veya gazli olarak iki gesit ve
toplam 8 modeldir.

* Tum tepsilerin esit pigirilmesi,
yuiksek performans ve enerji
sarfiyatini en aza indirmek igin
tasarlanmisgtir.

* Kolay kullanimli kontrol panellidir.

* Hizl sogutma, Kuru pigirme ve nemli pigirme olarak 3 fonksiyonludur.

 Sicaklik ayar diigmesi ayni zamanda termostad iglevi gorir.

* Nemlendirme 4 kademeli ve ayarlanabilir.

* 0 - 120 dakikalik stre ayarlama 6zelliklidir.

« islevi kolay, igaretleri anlagilir, kulay kullanimli bir kontrol paneli ile
pisirme ayarlamalari yapabilirsiniz.










